
Nascar  Bar  - Dr ivers side upper  and lower . 

 

Part # 103, and 104. 

 

The Nascar bars for the drivers side were built with 1" of additional 

length on each end, and the front notched, to allow for a custom fit in 

each car. 

 

·  Put seat in car. 

·  Start with the lower Nascar bar (part # 104) and measure the length 

of where you want to make your rear notch.   

·  Notch the rear of the Lower Nascar Bar based on measurements 

from above step. 

·  Fit Lower Nascar bar in place making it parralel to the door sill and 

tack weld once the desired fit has been achieved. (Pic 1) 

·  Repeat same steps above for the Upper Nascar bar part # 103 (Pic 

3). 

·  NOTE - Check door closure and clearance of stock anti-intrusion 

bar. 

 

Nascar  Bar  - Dr ivers side ver tical suppor ts.  

 

Part #'s 105, 106, and 107.  

 

The Nascar Bar vertical support tubes have been built with 1" additional 

length to allow for custom fit as well as notched on one end. 

·  Measure Nascar Bar vertical support tubes starting with the rear 

tube and cut or notch as necessary for fit. (Pic 3) 

·  Once the rear tube has been done proceed to the front tube. 

·  Once Front tube has been done then split the distance between the 

front and rear to install the middle tube. 

·  Once desired location and fit has been achieved, tack weld them in 

place. (Pic 4)  
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